
With loop mania sweeping the globe, BOSS proudly announces the most powerful Loop Station ever brought to 
the market — the RC-300. The new flagship looper features three synchronized stereo tracks with dedicated volume 
knobs and transport-control footswitches for each track. It’s also equipped with pro effects, a master Expression pedal, 
and a deluxe, ultra-wide control panel for the ultimate in live-performance manipulation. Plug in your guitar, bass, 
keyboard, or instrument of choice and create amazing loops in real time. An XLR input is also provided, complete with 
phantom power, so singers, percussionists, violinists, beatboxers, or anyone with a mic’d instrument can get in on 
the act, too. The RC-300 lets you record for up to three hours directly to its internal memory, adding effects as you 
go. The USB port lets you save your loops externally, as well as import/export WAV files. Step into the most powerful 
and inspiring Loop Station in BOSS history. It’s the creative powerhouse that musicians have been dreaming of!

The Triple-Stereo 
Mega Looper!

RC-300 Loop Station

for Microsoft®Windows 7
Windows Vista®/ Windows®XP

® for Mac OSX

t 	Three stereo tracks with dedicated footswitches and 
 controls for each

t 	Dedicated fader per track

t 	Expression pedal for effects control in real time

t 	Up to three hours of internal recording and 99 
 onboard memories

t 	16 onboard effects optimized for looping

t 	XLR Microphone input with phantom power

t 	USB storage; import/export WAV files
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RC-300 Specifications
■	Nominal Input Level INPUT MIC: -50 dBu (variable), INPUT INST: -10 dBu (variable), INPUT AUX: -20 dBu 
(variable) ■	Input Impedance INPUT MIC: 4 kΩ, INPUT INST: 1 MΩ, INPUT AUX: 47 kΩ ■	Nominal 
Output Level MAIN OUTPUT: -10 dBu, SUB OUTPUT: -10 dBu ■	Output Impedance 2 kΩ ■	Recommended 
Load Impedance 10 kΩ or greater ■	Recording/Playback Maximum recording time: Approximately 3 hours 
(stereo), Maximum phrase memory: 99, Number of tracks: 3, Data format: WAV (44.1 kHz, 16-bit linear, 
stereo) ■	Effect Types Transpose, Flanger, Phaser, Pan, Tremolo, Slicer, Bend, Chorus, Robot, Female, 
Male, Gt—>Bass, Filter, Delay, Lo-Fi, Distortion ■	Rhythm Types 83 ■	USB Interface Hi-Speed USB (USB 
Mass Storage Class), Hi-Speed USB (USB-AUDIO) ■	Pedals TRACK 1 REC/DUB/PLAY pedal, TRACK 2 
REC/DUB/PLAY pedal, TRACK 3 REC/DUB/PLAY pedal, TRACK 1 STOP pedal, TRACK 2 STOP pedal, 
TRACK 3 STOP pedal, ALL START/STOP pedal, LOOP FX pedal, EXP 1 pedal ■	Sliders TRACK 1 slider, 
TRACK 2 slider, TRACK 3 slider ■	Knobs MASTER LEVEL knob, RHYTHM LEVEL knob, AUX knob, INST 

knob, MIC knob ■	Displays 7 segments, 2 characters (LED), 16 characters, 2 lines (backlit LCD) ■	Connectors 
INPUT MIC jack: XLR type (balanced/phantom power: DC 48 V, 10 mA), INPUT INST jacks (L/MONO, R): 
1/4" phone type, INPUT AUX jack: Stereo miniature phone type, MAIN OUTPUT jacks (L/MONO, R): 
1/4" phone type, SUB OUTPUT jacks (L/MONO, R): 1/4" phone type, PHONES jack: Stereo 1/4" phone 
type, CTL 1,2/EXP 2 jack: 1/4" TRS phone type, CTL 3,4/EXP 3 jack: 1/4" TRS phone type, USB connector, 
MIDI connectors (IN/OUT/THRU) * MIDI synchronization is possible with other RC-300 devices or when 
RC-300 is set to master, DC IN jack (DC 9 V) ■	Power Supply DC 9 V (AC adaptor) ■	Current Draw 320 mA 
(DC 9 V) ■	Dimensions 536 (W) x 231 (D) x 76 (H) mm; 21-1/8 (W) x 9-1/8 (D) x 3 (H) inches ■	Weight 3.9 kg; 
8 lbs 10 oz ■	Accessories Owner’s Manual, AC adaptor, USB cap ■	Options (sold separately) 
Footswitch (FS-5U, FS-6), Expression Pedal (EV-5(Roland), FV-500L, FV-500H) 

* 0 dBu = 0.775 Vrms
* The specifications are subject to change without notice.

Roland’s award-winning AC-series Acoustic Chorus guitar amplifiers are beloved for their rich, natural tone 
and lush stereo/multi-band chorus. Now, the AC-60 and AC-33 are available with beautiful rosewood-look 
cabinets, offering an alternative to the standard stage-ready black finish. The attractive woodgrain styling 
perfectly matches the atmosphere of your living room or studio, as well as the aesthetic of your acoustic guitars.

New Rosewood Finish!

AC-60-RW/AC-33-RW Acoustic Chorus Guitar Amplifier

AC-60 Specifications
■	Rated Power Output 30 W + 30 W ■	Nominal Input Level (1 kHz) GUITAR Channel: -10 dBu, MIC/LINE 
Channel: -50 dBu/-10 dBu, AUX IN: -10 dBu ■	Nominal Output Level (1 kHz) DI/TUNER OUT: +4 dBu, 
LINE OUT: +4 dBu, SUB WOOFER OUT: +4 dBu ■	Speakers 16 cm (6.5") x 2 ■	Power Consumption 68 W 
■	Dimensions 380 (W) x 270 (D) x 268 (H) mm; 15 (W) x 10-11/16 (D) x 10-9/16 (H) inches ■	Weight 9.8 kg; 
21 lbs 10 oz ■	Accessories Carrying Case, Owner’s Manual ■	Options (Sold separately) Footswitch: 
BOSS FS-5L (Mute On/Off), BOSS FS-5U, BOSS FS-6

* 0 dBu = 0.775 Vrms
* The specifications are subject to change without notice.

AC-33 Specifications
■	Rated Power Output 15 W + 15 W (when using the AC adaptor), 10 W + 10 W (when using the Alkaline 
batteries) ■	Nominal Input Level (1 kHz) GUITAR Channel: -10 dBu, MIC/LINE Channel: -50 dBu/-20 dBu, 
AUX IN: -10 dBu ■	Nominal Output Level (1 kHz) LINE OUT: -10 dBu ■	Speakers 12 cm (5") x 2 ■	Power 
Supply AC Adaptor (included, DC 13 V), Dry battery LR6 (AA) type (alkaline) x 8, or Rechargeable Ni-MH 
battery (AA, HR6) type x 8 ■	Current Draw 490 mA, Expected battery life under continuous use: Alkaline 
battery: Approx. 8 hours, Rechargeable Ni-MH battery (AA, HR6): Approx. 9 hours. These figures will 
vary depending on the actual conditions of use. ■	Dimensions 318 (W) x 223 (D) x 243 (H) mm; 12-9/16 (W) 
x 8-13/16 (D) x 9-5/8 (H) inches ■	Weight 4.7 kg; 10 lbs 6 oz (excluding batteries) ■	Accessories Owner’s 
Manual, AC Adaptor, AC Cord ■	Options (sold separately) Footswitch: BOSS FS-5U, BOSS FS-6

* 0 dBu = 0.775 Vrms
* The specifications are subject to change without notice.
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AC-60 This innovative stereo amp uses sophisticated 
signal processing to deliver a crisp sound with lush 
stereo/multi-band chorus — including Wide mode — plus 
delay/reverb and impressive Auto Anti-Feedback control. 
And with its two-channel Mic/Line design and 
stand-mountable configuration, the AC-60 is clearly 
heads above the competition.

AC-33 The AC-33 is the world’s first battery-powered amp 
made specifically for acoustic guitar. Portable yet powerful, 
the AC-33 provides true stereo sound, Guitar and Mic/Line 
channels, custom-tailored effects, anti-feedback, and a Phrase 
Looper. Thanks to its battery-power capability, the AC-33 
lets you take your act anywhere: into the backwoods, onto 
the streets, or wherever your imagination leads you.

t 	30 W + 30 W stereo amps

t 	Guitar and XLR* Mic/Line channels

t 	Chorus, reverb, delay, three-band EQ, Anti-Feedback

t 	Aux input, stereo XLR out, DI out, sub-woofer out

t 	Carrying case included

t 	Now available in rosewood (model # AC-60-RW)

t 	15 W + 15 W stereo amps

t 	Runs on eight AA batteries or AC power

t 	Guitar and XLR Mic/Line channels

t 	Chorus, reverb, ambience, three-band EQ, Anti-Feedback

t 	Looper function onboard

t 	Now available in rosewood (model # AC-33-RW)
*Phantom power: DC 48 V, 10 mA Max




